
Reference



Still working after 20 years, recorded on March, 2021

Repairing the Retaining Wall- Repairs made after a landslide due to Typhoon Xangsane, 
Location: Taipei, Taiwan/ Client: Geotechnical Engineering Office, Public Works Department, Taipei City Government / 2000 

Under construction

https://youtu.b
e/3OQb1-qIr-A



Hualien &Taitung Coastal Highway
Location: East coast of Taiwan/ Client: The Directorate General of Highways/ 2006

Under construction After Construction



p13

Water and soil 
conservation project on 
the east side of Toad 
Hill Settlement
Location: Taipei, Taiwan/ 
Client: Geotechnical Engineering Office, Public 
Works Department, Taipei City Government/ 
2019

A hand-held drill can construct
Only locking screws are needed to install 
the draintube



Under Construction After Construction

Taoyuan International Airport
Location: Taoyuan, Taiwan/ Client: Civil Aeronautics Administration, Ministry of Transportation and Communications/ 2006



Under Construction After Construction

Draintube system is assembled under the bricks,
There is no puddles on the sidewalk after construction.

Taipei Songshan Airport
Location: Taipei, Taiwan/ Client: Civil Aeronautics Administration, Ministry of Transportation and Communications/ 2019



Taipei Songshan Airport- Sidewalk
Location: Taipei, Taiwan/ Client: Civil Aeronautics Administration, Ministry of Transportation and Communications/ 2019

Permeable bricks

Draintube system

Water storage system

Ditch



Under Construction Filtered Water after Drainbelt

Jinan Railway
Location: Jinan, China/ Client: Ministry of Railways of China



TK128 HSR Railway side drainage
Location: Miaoli, Taiwan/ Client: Taiwan High Speed Rail Corporation/ 2022

As it is still under construction, please do not publish this page



Under Construction After Construction

Taichung Station 
Location: Taichung, Taiwan/ Client: Taiwan Railways Administration/ 2016





Testing site for comparison under highway foundation in northern Taiwan

TRADITIONAL DRAIN 
PIPE

CAPIPHON DRAIN PIPE

TRADITIONAL DRAIN 
PIPE
(STOP FLOWING 
AFTER 15 DAYS)

CAPIPHON DRAIN PIPE
(AFTER 18 MONTHS)

Connecting CAPIPHON drain pipe

Drilling operation (30 M deep)

Out coming drain water after 
installation



Retaining wall drainage system for school yard in central Taiwan

View of retaining wall after construction Back side view of installation

Backfill after installation

Out coming water after backfill

Out coming water during 
typhoon rainstorm (No.2)

Out coming water during 
typhoon rainstorm (No.1)


